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ON AN SXT- ‘SET OF PAR} 


Senered, 
The 101,85 set of parts is used to mount an REC-17 rectifier on an SXT-1 table, 
The 101485 set of parts consists of the following: 
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TnrteLlation 


2. Connect taped wires "E" to fuse block "F* on the SXT-1 table, as shown on 
diagram 10-1747, attached, 


Mount the 101423 frane (turatshed) on the rear legs of the table using the 

four 79910 screws, 7257h, wasliers, 48s Lock washers and 3i-53 mite provided, 

(For convenience in mounting, the table should be laid on its back). The 

flange on the frame should be towards the front of the table and the frane 
ould have ite vertical members on the right side away from the panel box. 


rectifier cover. 


ount the be voshitter(atth the rectifier stacks on the bottom and the cord 
connection shields on top)on the vertical members of the frame using the 
8185 sarews, 70866 washers, 2449 lock washers and 73573 mute provided. 


cords (101487 DC "C%) and (101488 AC "D") into the receptacles 
d spectively, as shown on diagram WD-1747. Run the cords under the 
ae cord ontnla ‘and connect the AC cord to the terminals marked AC line 

d the DC gerd to the terminals marked 120 volts plus and minus, 


WiMLamp the corde with the G0k60 clamp provided, which mounts just inside of 
the left cord shield, using the two 6811 screws, 2191 lock washers and 
002 washers, 


Lf teasion $-5286 for deveription ani adjustments of the REC-17 


oo IN U.S.A, 
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